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2 Illustrations

* This function is only available if the appropriate data is being broadcast on the selected programmes .

Remote control
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Programme list On/Off
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Menu On/Off

Sound On/Off

Multi-function keys

TV/Radio

Volume +

Volume +/-

Programme -

Volume -

Programme +

OK

Arrow key rightArrow key left

Arrow key up

Arrow key down

Option*
in TV mode:
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Dear customer,

congratulations on your decision to purchase the Technisat
DIGITSim S2 digital receiver.
The operating manual you are reading is designed to help you
gain optimum use and enjoyment from the comprehensive
functions of your new digital receiver.

We wish you many years of listening and viewing pleasure
with your TechniSat  DIGITSim S2!

Please note the receiver has been pre-programmed with 
the New Zealand Freeview Channels.
If you are unable to get signals please FIRST check the LNB 
Settings are correct as this unit comes pre set for  10750 LNB
and may need to be set to 11300 if you have an older LNB.

Other wise it should be ready to use.

SatMax Team

PLEASE NOTE IF YOU HAVE ANY PROBLEMS WITH THIS UNIT
DO NOT FACTORY DEFAULT  UNLESS ADVISED 
TO DO SO BY SATMAX

IMPORTANT Please Read 

If placing the DIGIT Sim S2 into standby NEVER remove the 
power supply while the 2 LED lights on the front display are 
flashing, This will cause a FACTORY DEFAULT of the decoder 
and will need re setting.



6.2 Basic settings

To ensure optimum enjoyment from your DVB receiver, you  should

still make the necessary settings according to your personal    prefe-

rences.

> Use the Menu key to display the Main Menu .

> Use the arrow keys up/down to mark the line Settings

.

> Confirm by pressing OK . The sub-menu Settings will be

displayed (Fig. 6-2)

> Now use the arrow keys up/down to mark the line Basic

Settings.

> Confirm by pressing OK . The menu Basic Settings will be

displayed. (Fig. 6-3)

> Use the arrow keys up/down to move the marker within

the menu, and to change the individual positions as shown

When selecting a menu item please also note any messages

displayed on screen. The following settings may be made

6.2.1 Time difference to GMT (hours)

Your unit is equipped with a clock. This is synchronised via satellite

with Greenwich Mean T ime.

If in the category Country you have selected the setting None

 then you must simply correct the clock time correspon-

ding to your local time using the arrow keys left/right

6.2.3 Remote control code

Your receiver may be operated by means of the remote control unit

supplied (remote control code SAT2) or with an option a remote con-

trol using the remote control code SAT1. In this line you must decide

whether you wish to allocate the remote control option SAT1 or

SAT2 to your receiver.
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(Fig. 6-2)

(Fig. 6-3)

Note for New Zealand.
(Daylight Savings Time)
The Box is unable to do +13:00

For summer time, 
Use -11 Hours- this will give 
correct time , but will be a day 
behind.

If you leave it on +12 this will 
be correct day, but will be 1 hour 
behind.

This is unable to be changed..

For normal time - rest of year.
set it to +12 hours this will give 
correct time & day.

If you only have 1 DIGIT Sim S2 , Then leave this as the default 
setting, But if you wish to use 2 DIGIT Sims in the same room then 
one will need to change this option so the remotes dont conflict

> To do this, press down the OK key as well as either the

SAT1 or SAT2 key simultaneously.

Press the Back key to return to the menu Settings , or

press the Menu key to return to normal operation. The set-

tings will be saved to memory automatically.



6.3 Audio/Video settings

To optimise your digital receiver for use with your te levision set, you

may make further settings in the menu Audio /Video settings .

> Press the Menu key to display the Main Menu .

> Use the arrow keys up/down to mark the line Settings .

> Confirm by pressing OK .

The sub-menu Settings will be displayed. (Fig. 6-4)

> Now use the arrow keys up/down to mark the line

Audio/Video Settings.

> Confirm by pressing OK . The menu Audio/Video

Settings will be displayed. (Fig. 6-5)

> Use the arrow keys up/down to move the marker within

the menu, and to change the individual items as ind icated.

When selecting a menu item, please note any messages

displayed on screen. The following settings may be mad e:

6.3.1 Picture format

> Use the arrow keys left/right to set the picture format

appropriate for your TV set: 4:3 or 16:9 . This function provi-

des the automatic adjustment of the picture format for  your

television set.

6.3.2 Language (Audio signal)

> Use the arrow keys left/right to select your preferred

language in this line. This function will automatical ly select

the preferred language, where available, following a scan.

6.3.3 Language (Sub-titles)

Your DVB receiver is equipped to display sub-titles. If the sub-title

function is activated, and the language selected is being    broadcast,

these will be displayed automatically.

If the function is not activated, sub-titles can be switched         on manual-

ly. The availability of sub-titles is indicated by display     of the message

Sub-title selection
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(Fig. 6-4)

(Fig. 6-5)



6.4.3 Additional LNB settings

Test transponder

The following items of this menu should only be entered      if you wish

to check the signal of a satellite. - only after changing LNB freq

Transponder frequency

In this line, use the numeric keys to enter a frequency on which

digital programmes are broadcast.  freeview = 12483 or 12456

Polarisation

Use the arrow keys up/downto enter the desired polarisation

plane (horiz ontal or vert ical).  freeview is Horizontal
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(Fig. 6-9)

In New Zealand we mainly 
use 2 types of LNB

11300 older style.

10750 Newer Install's 

This is generaly printed on 
the LNB and may be printed 
as 10.75 or 11.3    

Enter the same figure under 
Lowband and Highband.

If you need to change the LNB freq then follow below,

> Menu > Settings > Antenna configuration

You should get the screen like Fig 6-9

Move marker down to Proceed and press ok, 

To change to 11300 , Refer to Fig 6-10
Enter 11300 under LOW BAND and under HIGH BAND 
Then press EXIT twice to save updated changes.

To change back to 10750 refer Fig 6-11 

(Fig. 6-10)

(Fig. 6-11)

The Digit Sim S2 , comes preset with 10750LNB so should 
not need changing unless installed on an old LNB

Symbol rate

Use the numeric keys to enter the symbol rate

The symbol rate for freeview is 22500

7 Operation

7.1 Switching on and off

> Switch the digital receiver off by pressing the On/Standby

key  on the remote control.

> Press the same key again on the remote control, to switch it on again.

While the receiver is going into standby the two LED lights will flash, 
NEVER remove the power while the LEDS are flashing as this will wipe 
the receiver of all channels and settings,
Once the RED led is not flashing you may remove the power/



7.2 Selecting a programme

7.2.1 Using the Programme up/down keys

> You may use the programme keys up/down
on the remote control to switch up or down one programme slot at a time.

7.2.2 Using the numeric keys

> You may use the numeric keys to enter the desired program number.

For example: 

1 for programme slot 1

1 , then  4 for programme slot 14

2 , then  3 , then 4 for programme slot 234

When entering prtogramme numbers consisting of several digits, you

have approximately 3 seconds after pressing a key to com plete the

entry.

If you wish to enter a programme number consisting of  only one or

two digits, you can speed up the switching procedure by  holding

down the key on the last digit a little longer.

7.2.3 Using the Navigator(Programme list)

> Press OK .

The programme list navigator will be displayed. In TV  mode,

only TV programmes will be shown, and only radio prog ram-

mes when in Radio mode. The programme currently selected

is marked. (Fig. 7-1)

> Now use the arrow keys up/down to mark the desired

programme.

> Press the OK key to display the marked programme.

> Use the arrow keys up/down to move the marker in the

list by one line at a time.

> Use the arrow keys left/right to move back and forth in

the list one page at a time. 
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(Fig. 7-1)

7.2.5 Information box

Every time you switch programmes, an information box will be

displayed briefly (Fig. 7-5) showing the programme slot as well as

the name of the programme selected. In addition, other    program

characteristics will be indicated, for example for video, text, 

for a 16/9 format programme, for encrypted programs  Also,

where broadcast, the EPG genre will be displayed, plus any age

restriction 

(Fig. 7-5)



7.3 Volume control

Your digital receiver is equipped for volume control.  This makes ope-

ration of the receiver more convenient, as you thus have all impor-

tant functions combined on the remote control of the receiver, and
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will only rarely have to use the remote control of your television set.

When the digital receiver is switched on, sound volume will be set at

the level last used.

> Adjust the volume of your digital receiver using the Volume +
key to increase the volume, and Volume - to decrease the volume.

> Press the Sound on/offkey to mute the sound, press the

key again to switch sound back on again.

7.4 TV/Radio switching

The pre-programmed settings include both radio and T V program-

mes.

> Press the TV/Radio key to switch the digital receiver to

radio mode. The receiver will now switch to the radio pro-

gramme last selected.

> Press the TV/Radio key again to revert to the TV program-

me last selected.

7.9 Transponder information / Signal Alignment

> Press the OK key to call up the Navigator.

> Use the arrow keys to mark the programme on which you

would like to view the data suggest TV1 for freeview.

> Press the OPT key to display the data of the transponder

selected (Fig. 7-14).

> You may use the coloured function keys to also view addional

Audio/Video information, Programme information as

well as, where relevant,information on the encryption

system (CA) in use.

> Exit from the information function by pressing the Menu key.

Or just press the GREEN Button when on a normal channel.

NOTE: Signal without quality , often means you are aligned to the wrong 
satellite. - Refer to your dish alignment guide for your dish system.



7.13 Sub-titles 

Where sub-titles are broadcast, this is indicated by  displaying the

message Select Sub-title . If you have enabled the Sub-title

function in accordance with Point 6.3, these will be automatically

displayed, with the provision that they are being bro adcast in the

language selected.

If the sub-titles are only being broadcast in other la nguages, or are

only available via video text, you can switch the display  on manually

as follows.

> Press the Option key, if necessary several times, until the

entry Sub-titles is displayed, showing a selection table of

sub-title languages and/or video text pages carrying su b-titles

broadcast.

> Use the arrow keys up/down to mark the desired langua-

ge/video text page.

> Confirm by pressing OK . The sub-titles will now be display-

ed.

Please note that these functions are only available when sub-titles

are actually being transmitted. This setting will not  be retained after

switching programmes.

7.14 Electronic Programme GuideSFI ( S iehFern I nfo)

Your digital receiver is equipped with an electronic programme guide.

This means that you can display information relating to  one or more

programmes on your screen.

This enables you to obtain a very quick overview of pro grammes cur-

rently running, or of the day s  programmes, or those of the next day.

The SFI functions allow you to:

- display information on programme contents on your screen

- pre-select programmes, which will be selected automatically

when the programme/show starts

- programme timer functions

- search for and select programmes according to type (genre)

7.14.3 Display electronic programme guide

> Switch on both the digital receiver and your television set.  

> Press the SFI key on the remote control of the digital recei-

ver.

The electronic programme guide will now be displayed on the

screen 
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8.1.4 Sorting programmes

To sort the order of programmes in the Favourites list   according to

your preferences, call up the programme list management 

1. The Favourites list will be displayed and active.

> Press the blue function key Functions. A window showing

the available functions will be displayed. 

> Use the arrow keys up/down to mark the line  Sort .

> Confirm by pressing OK .

> Now use the arrow keys up/down to mark the program-

me you wish to place at a different position in the l ist.

> Now press the yellow function key Sort . A double arrow

will appear next to the programme selected.

> Now use either the arrow keys up/down or the numeric

keys to place the programme at the position in the program

 list where you would like to place it.

> Press the yellow function key Sort to enter the new posi-

tion of the programme into memory.

> To sort several programmes simultaneously, mark these as

described in 8.1.2 ( Marking blocks ofprogrammes).

> Now press the yellow function key Sort . A double arrow

will appear next to the block of programmes selected.

> Now use either the arrow keys up/down or the numeric

keys to place the programme block at the position in the

programme list where you would like to place it.

> Press the yellow function key Sort to enter the new posi-

tion of the programme block into memory.

> When you have completed configuring the programme list

according to your preferences in this manner, press the

Menu key to return to normal operation.
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(Fig. 8-6)
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8.4.1 Automatic scan

When using this option, all the satellites set in the menu LNB

Settings (Point 6.4 and 9.4) will be scanned for progr ammes. You

can also decide whether you wish to scan for all progra mmes (free-

to-air and encrypted) or only for free-to-air program mes. (Fig. 8-15)

> Press the OK , key to decide whether you wish to scan only

for free-to-air programmes ( Free ) orwhether you wish to

include encrypted programmes ( All ).  [Free is best settings]

> To confirm, press the red function key Start scan .

This scanning procedure may take more than 15 minutes.

Please also note any messages displayed on screen.

8.4.2 Satellite scan

To search a single satellite for programmes, select the option

Satellite scan

You may decide to scan for all programmes (free-to-air and encryp-

ted) or only for free-to-air programmes   [Use Free in NZ].
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Please Do Not Factory 
Default this Receiver 
Unless Avised to do so.

As all deafults from 
Europe will return.

8.5.1 Activate default setting

After this function is called up, the default factory  programming will
be implemented again, all own settings will be deleted, and the

installation assistant AutoInstall will be started. 

> Use the arrow keys up/down to mark the line Activate

default setting .

> Confirm by pressing OK . 

The message will be displayed: � Do you really want to activa-

te the default setting? .

> Use the arrow keys left/right to mark either Yes or

Abort .

> Confirm by pressing OK .



Video decoding:
Video compression MPEG-2 and MPEG-1 compati

ble
Up to MP@ML
(main profile @ main level)

Video standard PAL/ 25 Hz
Active picture area 720 pixels x 576 lines
Picture format 4 : 3   /  16 : 9 
Picture material 16:9 Automatic adjustment for 16:9 TV

sets (via SCART) 
Letterbox filtering for 4:3 TV sets

Audio decoding:
Audio compression MPEG-1 & MPEG-2 Layer I and II
Audio Mode Dual (main/sub),  Stereo
Sampling frequencies 32 kHz,  44.1 kHz, 48 kHz
Audio parameters:
Output analogue:
Output level L/R0,5 V r.m.s.  (nominal)
Output impedance 600 Ohms
THD > 60 dB  ( 1 kHz )
S/N > 60 dB
Cross-talk < -65 dB
Input analogue:
Input levels l/r 0,5 V r.m.s.  (nominal)
Input impedance > 40 kOhms
Volume at switching onAutomatically sets to previou sly

selected volume
Video parameters:
Output:
Output level FBAS 1 Vs-s +/- 0.3 dB to 75 Ohms
Output level Y 1 Vs-s +/- 0.3 dB to 75 Ohms
Output level C 1 Vs-s +/- 0.3 dB to 75 Ohms 
Output level RED0,7 Vs-s +/- 0.1Vp-p to 75 Ohms
Output level GREEN 0,7 Vs-s +/- 0.1Vp-p to 75 Ohms
Output level BLUE 0,7 Vs-s +/- 0.1Vp-p to 75 Ohms
S/N weighted > 60 dB
Video text
Teletext filtering in accordance with ETS 300 472 Standard 
Scanning Teletext data (FBAS) in accordance with ITU -R

BT.653-2 lines: 6-22 and 320-335
Soft video text 800 pages memory
TV SCART:
Output: FBAS,
LNC power supply:
LNC power 400 mAmax.; double-insulated
LNB voltage vertical <14,0V no load, > 11,5 V at 400

mA
LNB voltage horizontal < 20  V no load, > 17,2 V at 400
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mA
LNC switched off in stand-by
mode 

22 kHz modulation: 22 kHz, Amplitude 0.6 V +/- 0.2 V
Programme memory/Satellite positions:
Number of programmes Favourites list TV:

999 TV programmes
Number of programmes Favourites list Radio:

999 RADIO programmes
Number ofprtogrammes:
Total list TV/Radio: Total of 5000 programmes possi-

ble in Total list
DiSEqC:
DiSEqC 1.0 and DiSEqC 1.2
SFI data:
SFI preview: maximum 7 days in advance
Timer:
Events: maximum 30 events, one year 

in advance
Remote control system: RC-5
Subsystem address 8 (SAT1), 10 (SAT2)
Modulation frequency 36 kHz
Infra-red wavelength 950 nm
Power supply:
Mains power adapter:
Power requirement:
3,5 W  in stand-by mode
8,5 W  in operation, LNCoff
19 W  in operation, LNC on (400mA/18V)

Nominal voltage:
12 V / 1,6 A(Power Pack)

General:
Dimensions (WxDxH): 155 mm x 105 mm x 30 ... 35 mm
Weight: approx. 205 g
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