
USB PVR Guide for SM801 HD Receiver 
A quick guide on how to use the SM801 USB PVR Functions.

It is assumed that you receiver already has the PVR software loaded into it, If you require this software please refer to 
the web site www.satmax.co.nz to get the PVR software upgrade.

Please also note it is recommended that you use a USB hard drive smaller than 750 gig with its own power supply.

Pluging in Hard Drive

Once you plug the Hard Drive (HDD) in to the USB socket you will 
have to wait a while before the hard drive is ready for use , The 
box should say HDD Found ,  HDD Checking , HDD Ready.
The more information on the HDD the more time it will take to 
check , this may take up to 5 mins.

If you are unable to get the HDD to work you may need to 
FORMAT the HDD

Press PVR  on the remote control to bring up the PVR Menu.
Use the arrow buttons to highlight the HDD Format option,
Press OK  and follow the prompts to format.

(this will erase everything from the HDD, and sets the HDD ready 
to use)

To view / watch programs you have recorded.

Press PVR  on the remote control to bring up the PVR menu,
use the arrow buttons to highlight PVR File List
Press OK  on the remote.

or just press LIST  on the remote when watching TV

This will then display the PVR file list. (fig 2)

Use arrow buttons on the remote to select the program / file you 
would like to watch, Then press OK  on the remote.

The receiver will then start to playback the select program / file.

Features during play back.

During play back of a program / file you may operate the following 
features.
|| to pause the recording.
PLAY to resume watching
    to stop watching 
       to fast forward, each press makes it go faster  2,4,6,8,16,32x
       to re-wind  as above
EXIT , this will return you to the PVR File List
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One touch record.

When watching TV you can operate a one touch record by 
pressing the     button on the remote control.
This will start a quick record of the current channel for the next 3 
hours.

If you press the     button again this will bring up options to adjust 
the length of time your one touch record will run for,

(fig 1)

(fig 2)

(fig 3)



Schedule recordings

To program a schedule or timer recording ,

Press PVR  button on the remote control to bring up the menu.
use the arrow keys to highlight schedule list press OK  on the 
remote.

Here you will see any future scheduled recordings,

If you wish to create a new schedule press the GREEN  to add a 
new schedule.

Here you can enter a start and stop time  including the date,
you can also choose , ONCE , DAILY, WEEKLY,
you can also choose the Channel.

Once done , highlight OK and press OK  on your remote.
this will the confirm the new schedule recording.
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Other features & Options

To delete files,
Go into the PVR file list ,(fig 2) then highlight the file you wish 
to DELETE ,
Then press RED  button and follow prompts.

Time Shift Function (pause live tv)

Time shift by default is enabled.
To turn of - choose PVR Setting  from the PVR menu (fig 1) 
here you can turn the Timeshif mode ON/OFF (fig 6)

Using Time Shift

Time shift records while you are watching TV , and keeps up 
to the last 30mins of your current channel on the HDD,
If you change channel the process starts again on the new 
channel, and you loose your early time shift.

While watching press ||  on the remote control,
This will PAUSE live TV , then  you can use the standard 
features during playback from page (1)

Watching another channel while recording

Although this is not an intended feature , due to the nature of 
digital TV you may find it is possible to watch some channels 
while recording another , if it is not possible you will get the 
message advising that you have a current recording and do 
you wish to stop the recording.

 

www.satmax.co.nz

Upgrading Software for the SM801

Download the latest software from the satmax website,
Save this software package onto a USB stick , and place USB stick 
into the SM801 USB port.

While watching TV press USB  button on the remote and select STB 
Files  - press OK  on the remote ,
You should then see the new software package in the STB files list. - 
highlight the correct package and press the RED  button on the 
remote to start the upgrade , after upgrade you may have to power 
the unit off for 30sec s and on power up you will have to rescan all 
channels again.

(fig 4)

(fig 5)

(fig 6)


