
IMPORTANT GUIDE - SATMAX PLUS S1600
Thank you for choosing the SatMax Plus S1600 for your satellite television requirements.

This receiver has been preloaded and set for the Optus D1 (labeled FREEVIEW D1) satellite as used by SKY TV and 
Freeview New Zealand.  NO TUNING of the SM1600 is required to get the standard Freeview Channels as this has been 
pre-programed before leaving SATMAX.

You should be able to connect to a satellite dish aligned to this satellite and start enjoying digital TV.

However there are many setting's with satellite TV so this guide has been written to help with the basics.
If you require more advanced information please refer to the other
manual supplied with the SM1600 or you may have to contact your 
installation technician or supplier.

We hope you enjoy your SatMax S1600 

LNB Frequency's - A quick over view and how to chan ge.

The receiver unit on the end of a satellite dish is called an LNB
This converts the signal from the satellite to a signal you can send 
down RG6 cable to your SatMax Plus S1600 satellite receiver.

There are 2 main LNB's used in New Zealand.  11300 & 10750:
The S1600 has been pre programed for use with the 10750 LNB-
This is the Dual LNB currently being installed by SKY TV.

Most installtions are now using the 10750 LNB ' also called 10.75.
This number is also written on most LNB's

If you have an older style of LNB it may be a 11300 or 11.3 then 
you will just have to change the LNB setting in the S1600 to get 
signal

NOTE: If you have pictures then you do NOT need to change this 
setting.

To change LNB Freq.

Press the 'MENU' button on the remote and select 'Advanced 
Installation'- Press the OK button to select

Highlight the 'LNB Type' use the VOL+ and VOL- to change 
between 'STANDARD 1' and 'STANDARD 2' this will change the 
LNB Local between '10750' and '11300

You should get quality level when you have the correct setting.
Then press 'EXIT' button 3 times to exit.

SCANNING  FOR NEW CHANNEL'S

To scan for new channels or channel names that may have 
changed on the Freeview network.

Press 'MENU' on the remote and choose 'Automatic Search'
This will then find any new channels in the Freeview line up and 
any channel name changes.

After scanning channel's press 'OK' to save

NOTE:
This will only scan channels from transponders loaded into the 
S1600, by default the S1600 has the transponders for Freeview 
fully loaded and scanned.
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Move and Sort Channels

To move and sort channels on S1600.
Press 'MENU' on remote control 
Under the 'MANAGE CHANNEL' Menu
Select 'Channel Edit' and press 'OK'

This will bring up your channel list,
Move the highlight bar over the channel you wish to move
Now press the 'RED' audio button until MOVE appears in the 
right hand side. - This puts it into MOVE mode,

Now press 'OK' and a little shoe will appear next to the channel

Now move the highlight bar to the new location you want to place 
the channel.  Once in place press the 'RED' audio button again 
to move the channel.

you will now see the channel move into place.

TIP: You can move more than 1 channel at a time by placing the 
shoe next to each channel you wish to move,

Note:  if you are unable to get 'MOVE' to appear on screen make 
sure it doesn't have a delete option there, if so press the 'BLUE' 
button until nothing is shown in the 'Move' position.

Rename Channel

In the 'Channel Edit' Menu:

Move the highlight bar over the channel you wish to rename , 
Press the 'GREEN' button and you will be taken to a screen 
where you can rename the channel.

Delete Channel

In the 'Channel Edit' Menu:

Press the 'BLUE' audio button on the remote until 'Del Cur' for 
Delete Current Channel appears on the right side 

Now move the highlight bar over the channel you wish to delete 
and press 'OK' this will mark the channel with a pair of sissors.
Once you have marked all the channels you wish to delete
Press 'MENU' on the remote : you will now be prompted 'Delete 
Marked Channels?' - press 'OK' to delete or 'EXIT' to Cancel

TIP: To delete a whole satellite or transponder press the blue 
button for 'Del Sat' or 'Del TP' and when you select a channel it 
will mark the whole transponder or satellite depending on your 
selection above,

Skip Channel

If you wish to mark a channel for skipping (this hides the channel 

when you use the channel up / down button) press the i button 
on the remote to turn the 'SKIP' option on , Now highlight and 
press 'OK' on the channels you wish to skip.
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Q:Channels are out of order and will not move

A:  You may have a filter applied to your channels 
you must turn this off first

While watching a channel press the 'OK' button 
on the remote.

Press the 'BLUE' Audio 
Button until TV appears 
at the top- This takes 
the filter off and now 
you can move channels

You may see here that 
the sort has been 
applied 

ie TV- Sort A-Z 
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General Setup

Under the general set up menu you can change features like time , 
Output channel, aspect ratio.

Press 'MENU' on remote control and choose 'General Setup' under 
the tool box menu.

Aspect Ratio

If you have a wide screen tv then set this to 16:9
If you have a standard square TV then set this to 4:3 PS
If you have a standard square TV and are happy to have black bands 
on the screen then you can set this to 4:3 PS Alt

Time Zone

For most of the year this should be set to GMT +12:00
During Daylight savings you should set this to GMT +13:00
This time feature is then set by the satellite time setting.

If you wish to manually enter the time and date set GMT OFF then 
press 'OK' on remote while highlighting Time Zone and you can then 
manualy enter date and time

UHF Channel  

This feature is to change the RF output channel from the back of the 
SM1600 - options are from CH21 to CH69 UHF band only you should 
only need to change this if you have an RF connection to your TV and 
it is conflicting with another channel or product.

Key Tone

This feature is used to make a beep on the TV audio every time you 
press a button on the SM1600 remote.

Signal Stength and Quality

To bring up Signal Strength and Quality for alignment or testing of your 
system

Goto the channel you want to check ie TV1
Press 'MENU' button on the remote control
Under the 'Information' Menu select 'Channel Information'
Press 'OK' Button on remote.
This will now bring up channel information and settings,
this can be helpful information for a technician to make sure a system is 
set up correctly,

TIP: Signal level is good , But you have no Quality - This is often a case 
of having the satellite dish aligned to the wrong satellite or a problem 
with one of your settings.

Teletext

Your SM1600 is able to display teletext.
You will have to be on TV1 or TV2 for teletext to work correctly

Goto TV1 and then press the 'YELLOW' button on the remote this will 
then load teletext onto the screen , it may take a few seconds to load.
then just use the remote to enter page numbers as per normal.

Press 'EXIT' on the remote to stop the teletext.



Enter New Transponder Data  -  (Advanced Users Only )

To manualy enter new transponders into the SM1600 
Press 'MENU' on the remote control and select 'Advanced Installation'

Select the satellite you wish to add new transponders to,
ie Freeview  - Press 'OK' then go down and highlight 'TP Setup'
Then press 'OK' this will then take you to the 'TP Edit ' menu

TP Edit Menu

'Green' Button to enter a new transponder
'Blue' Button to delete transponder
'Yellow' Button to manualy enter PID
'Red' Button to scan transponder
 
Transponder information for Freeview as of OCT 07
Freq 12483 : Symbol Rate 22500 : Polarity HOR
Freq 12456 : Symbol Rate 22500 : Polarity HOR
NIT = Network information table - this can either on or off for Freeview.

EPG - Electronic Program Guide 

While watching a TV channel press the 'EPG' button on the remote control
This will bring up the EPG, here you can move around using the arrow keys to 
view information about up coming programs and events,

TIP: The guide is updated vai the satellite and can often show incorrect 
information or take a while to update. This is quite normal. Just wait 20-30 sec's 
then move left and right and the data should be updated.

If you change channel you may also have to view the channel for 20-40 
seconds for the data to refresh.

Parental Control - Passwords

Press 'MENU' on the remote control and select 'Parental Control' under the 
'User Setup' or tool box menu. Press 'OK' on remote 

You will be taken to the 'Parental Control' Menu
Enter the Default password 00000 - now you can change settings

Menu Lock = OPEN - This will ask you for password before you can enter 
advanced menus'

Channel Lock = OPEN - This will ask for password when you lock a channel

Set to CLOSE to turn option OFF.

NOTE: If you change and forget the password then the box will need new 
software to gain access.

 

VERY IMPORTANT INFORMATION & TIPS

If you have 7U or VCR on the display of the SM1600 and you are unable to get pictures,
This means the SM1600 is in VCR bi-pass - To put back to normal press 'TV/AV' button on the remote control until 
the pictures return or the SM1600 goes back into normal mode showing the current channel number.     
 'Channel Number' - '7U' - 'VCR' this changes with e ach push of 'TV/AV'  

Do NOT connect the receiver to the mains supply untill all AV leads are connected:
Warranty will be void if damage to the D/A converter appears.

If you plug into an existing DISH and have no pictures you may have a 11300 LNB please refer to front of this 
guide on how to change this.

Updates of software and information are available at www.satmax.co.nz  or phone 03 343 5565

A factory default of this receiver will return it to the software condition it left SatMax with - with the exception of 
aspect ratio and time zone.

Keep good air flow around the SM1600 as satellite r eceivers generate heat. 
DO NOT install in a closed cabnet as warranty may b e void if this is found to be the case.


