
TMB 10S multiband amplifier (T324577)

Triax TMB programmable multi band amplifier
 has all the features needed for amplifying and distributing a high number of signals into a network. 

High flexibility 

10 highly selective and adjustable filters in the UHF frequency range secure high flexibility.
 Each of these clusters can have 1-6 channels (48 MHz) bandwidth.

6 inputs: FM/DAB/VHF/UHF and 3 UHF inputs split over 10 UHF programmable clusters

Automatic or manual levelling of the signal

Easy programming

Designed for both digital and analogue operation

UHF filter combination                a       b        c       d
                                            4       3       1       -
                                          4       5       7       8 
                                         2       2       2       2 

Technical specifications  
EAN number  5702663245778  
Input  
Number of inputs  8  
Number of outputs                            10
Gain  
Input BI/FM          45 dB  
Input BIII/DAB         45 dB  
Input VHF and UHF (aux)            35 dB  
Input UHF 1                                             50 dB  
Input UHF 2                                        50 dB  
Input UHF 3                                              50 dB  
Input satellite 1                                    36-49 sloped dB  
Input satellite 2                                      36-49 sloped dB  
Noise figure  
VHF                                                           5.0 dB  
DVB-T UHF                                             5.0 dB  
VHF and UHF (aux)                                6.0 dB  
UHF                                                       9.0 dB  
Satellite                                         6.0 dB  
LNB supply voltage                       0, 13, 18/ 300 V/DC  
LNB supply current max.                          300 V/mA  
 
  

Output  
BI                                                          116 dBµV  
BIII                                    118 dBµV  
UHF                                                  120 dBµV  
SAT                                          (-35 dB)  120 dBµV  
Number of outputs                       10 Pcs  
Test point                                     SI (- 30) dB  
Selectivity                                     20/10 dB/Hz  
Attenuation                                       0-20 dB  
DC power for preamplifier         12 or 24/60 V/mA  
Power supply                             185-265/50 V/AC  
Impedance                                         75 Ohm  
Temperature - operating              0....+55 oC  
Connectors                                  F female  
Connectors output                       F female  
External grounding earth terminal                     Yes  
Dimensions     LxWxH                          354 x 215 x 50 mm 
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